Declaration of Performance (DOP)

Identity of the entity: STAR PLY Gabon

Bp: 1024 GSEZ / Nkok Libreville

Stud: B1 /B2

Certificate No.: CE No. 0380-CPR-800

CTB-X ID :80

Product Name: OKOUGREEN
Certifying body: FCBA
Notified under No. 0380
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b- Thickness tolerance

- According to NF EN 315

c- Formats (mm)

- 3100x 1530
- 2500x 1220
- 2150 x950

d- Dimensional tolerance

- According to NF EN 315

e- Type of glue

- MUF :Dry and humid environments according to NF EN 314-2




- Phenol : exterior environments according to NF EN 314-2

f- Specie
-100% Okoume

g- Quality face

11/111 According to EN 635-2

h- Formaldehyde class

E1- According to EN 12460-3

Thickness (mm) 5 10 15 18
Medium (mg/m2.h) 2.8 <0.2 <0.2 <0.2
i- Usage
-structural or not environments dry and humid or exterior according NF EN 314-2
j- Modulus of elasticity and bending fracture
- According to NF EN 310
thickness 5mm 10mm 15mm 18mm
Elasticity Average Average Average Average Average Average Average Average
module Em | longitudinal | transversale | longitudinal | transversale | longitudinal | transversale | longitudinal | transversale
(N/mm?) 4246 3808 4600 5492 4526 5110 4887 5326
Resistance Average Average Average Average Average Average Average Average
fm (N /mm?) | longitudinal | transversale | longitudinal | transversale | longitudinal | transversale | longitudinal | transversale
47.8 46.4 44.6 56.3 45.6 47.9 44.4 52.4

k- Performance Evaluation System:

= 2+

|- Harmonized Technical Specification

- NF EN 13986:2004+A1:2015

= According to EN 636




STNAR ~PLY

m- Apparent surface of faces

- As per AD 1705

Quality manager and certifications

Carl Angone



